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2 - Wire Video Doorphone

User Manual

KANRICH
R

PH-828/2K4PH-828/2K4

Accessories
1.Wall Mounting Bracket

Quantity:1pc

Zn Coating

Thickness=1.2mm

2.Tapping Screw:

Q'ty:2pcs Type-M3.2X1.2P L=23mm,

Q'ty:2pcs type-M4X2.25P L=17mmBracket
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PH-828MBV/2K4&PH-828MCV/2K4

1 Handset

2 Chime Volume Adjustment

3 Speaker for Chime

4 LCD

or

5 Function Key

6 Brightness tuner

7 Color tuner for Color

Contrast tuner for B&W

8 Handset Plug

9 Output terminal

10 DC input Plug

11 AC input Terminal

Color TFT

B/W flat Type CRT
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PH-SubMBV/2K4&PH-SubMCV/2K4
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6- pcs IR

s
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1 Micro Phone

2 1/3 Color CCD camera

Or 1/3 B&W CCD camera

3 4 pcs white LED illumination

For Color CCD camera

Or 6-12 pcs IR LED illumination

For B&W CCD camera

4 Speaker

5 Back-Light call button

6 Screw (AL type)

7 Screw cover (PL type)

8 White LED illumination For camera
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PH-828CALC/2K4

PH-828CALB/2K4

PH-8128PLC/2K4

PH-828CPLB/2K4
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PH-828CST1C/2K4

PH-828CST1B/2K4

PH-828CST2C/2K4

PH-828CST2B/2K4
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PH-828CSTC/2K4

PH-828STB/2K4
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PH-828M/2K4PH-SubM/2K4PH-SubM/2K4
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AC100-230V

AC100-230VAC100-230V

Wire diameter: 1.25 mm 2

PH-SubM/2K4

AC100-230V

/2K4
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